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Mount the Pump Pack to the wall of the truck cab. 

! NOTE ! Installation can be accomplished with or without the truck bed on the vehicle. If 

equipment is already mounted at this location, there are acceptable alternate locations for 

consideration. 

! NOTE ! Apply dielectric grease to all un-sealed electrical connections to ensure the electrical 

connections resist corrosion and maintain connectivity. 

! NOTE! All electrical connections must be made compliant with worksite regulations. 

{ŜŎǝƻƴ мΥ LƴǎǘŀƭƭƛƴƎ ǘƘŜ tǳƳǇ tŀŎƪ 

1. Placement of the Pump Pack 

1. Use a spacer to set the desired height of the Pump Pack. Place the spacer on the floor of the 

truck at the rear wall. 

2. Set the Pump Pack on the spacer. Start with the left mounting holes centered on the truck cab rib 

closest to the right hand door. 

3. Adjust Pump Pack as needed to ensure that the unit is as centered as possible across the two 

ribs. 

4. Mark and drill holes in the cab wall using the mounting holes on the Pump Pack as a guide. 

5. Remove spacer. 

6. Fasten Pump Pack to the cab wall with four 5/16x 1ò (or M8x 25mm) bolts. Use large outside 

diameter fender washers under the nuts to mount against exterior truck wall. 
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2. Route the power cable through the cab. 

1. Route the main power wiring 

harness (10ga red and black wire) 

and ñKEY_PWRò under the Pump 

Pack and along the back wall of 

the cab. 

2. Pull up the floor mat at the left 

side door and locate the factory 

wire channel to the fire wall. 

3. Route the main power wiring 

harness through the wire channel 

to the firewall. Alternately, the 

wire can be run down the center 

of vehicle. 

4. Locate the hole through the 

factory firewall. If hole is not 

present, drill a hole and install a 

new grommet. 

5. Route main power wiring harness 

and ñE_OILò wire through firewall. 

ñKEY_PWRò and ñBRK_LTSò 

remain inside the cab. 

¶ Cap and coil the ñBRK_LTSò wire. 

Secure under dash. Wire is 

unused at this time. 

! WARNING ! Wire must be capped 

to prevent accidental grounding. 

! WARNING ! Ensure that the battery is disconnected. Connect a 12 volt ignition engaged wire to the 

ñKEY_PWRò wire. For proper system function this wire must lose power if engine is stopped. 

6. ! NOTE ! To access the connection in the steering column: 

¶ Turn the steering wheel to the 3:00 position. You will see a screw head, remove the screw. 

Repeat with steering wheel in 9:00 position. 

¶ Remove vinyl housing covering the lower half of the steering wheel. There is a 1ò flexible tab that 

latches the cover to the dash. Be careful removing the cover as the latches could snap. Patient 

maneuvering to remove and replace the housing is required to prevent damage. 
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3. Install power wires & fuse. 

1. Route main power wiring harness 

to the battery. 

2. Trim black wire to an appropriate 

length to reach negative battery 

post and install a ring terminal. 

3. Connect the black wire to the 

negative battery terminal or 

ground disconnect switch if 

equipped. 

4. Trim red wire to an appropriate 

length to reach positive battery 

post. Leave room to include the 

fused wire.  

5. Crimp fuse wire to red wire. 

6. Install a ring terminal on end of 

red wire. 

7. Connect the fused red wire to the 

positive battery terminal. 

8. ! NOTE ! Fuse holder houses a 

30 amp automotive style fuse. 
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4. Install oil pressure switch. 

1. Locate the OEM oil pressure switch. It is normally located between the starter and the oil filter. 

The switch is most easily seen from under the engine. 

2. Trim the ñE_OILò wire to an appropriate length. Splice the ñE_OILò into the OEM wire. 

! NOTE ! V8 engines do not have an oil pressure switch. The V8 engine has a pressure gauge 

sending unit. This is not compatible with the Pump Packôs engine oil pressure circuit without 

additional components. Without an oil pressure switch there are several safety features which 

WILL NOT FUNCTION. 

! WARNING ! The oil pressure switch must be present for correct operation of the Pump Pack 

safety features. The affected safety features are: 

¶ The park BRAKE WILL NOT AUTOMATICALLY APPLY if engine oil pressure is lost. 

¶ The park brake can be released WITHOUT engine oil pressure when the ignition is on. 

To maintain functionality of safety features, a separate oil pressure switch MUST be added in-line 

with the stock pressure gauge sending unit. Connect the oil pressure switch to Pump Pack wiring 

as instructed above. 
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5. Connect door switches. 

1. The Pump Pack has the capability to apply the brake if the vehicle doors are opened. To enable 

this feature, remove the door switch from behind the cab trim. Splice the harness door wire to the 

door switch. Re-install the door switch. Repeat process for the opposite side of vehicle. 

! WARNING ! The door switches function as separate circuits. The Pump Pack ñDOORò wire must 

be spliced into both door switches to enable this safety features on both doors. 

! NOTE ! If the door switch feature is not desired, cap the door wire and secure in cab. 

! WARNING !  Wire must be capped to prevent unintended or accidental grounding. 

! WARNING ! This disables a safety feature. Opening doors will not apply the park brake. 

An alternate method to enable this feature is available. The wire for the door switch signal is also 

present in the connector behind the speedometer. Verify the appropriate wire and connector for your 

vehicle based on the manufacturerôs wiring schematic for your model and year. 

This method has the added benefit of being a single splice connection in a protected environment. It 

will also enable this safety feature for all door switches on four door models. 
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6. Install seat belt switch. 

1. If desired, the Pump Pack may be wired to the driverôs seat belt switch. This allows the system to 

require the driverôs seat belt to be fastened before releasing the brake. 

2. Route the ñST_BLTò wire to the seat belt switch. Splice the ñST_BLTò into the black wire at the 

base of the driverôs seat belt buckle. 

3. If this feature is not desired, the wire may be trimmed or coiled and secured in cab. 

! WARNING ! Wire must be capped to prevent accidental grounding. 

1. The Pump Pack may be wired to an auxiliary component such as pedestrian detection to apply 

the park brake when signaled. 

2. The auxiliary signal should be wired such that the circuit is connected to ground when it is 

desired to apply the park/emergency brake. 

3. If this feature is not desired, the wire may be trimmed or coiled and secured in cab. 

! WARNING !  Wire must be capped to prevent accidental grounding. 

7. Auxiliary Input. 
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1. Route the control cable from the Pump Pack 

around the back of the truck cab to the right 

hand door. 

2. Run the cable along the right hand door and up 

through the kick panel into the dashboard. 

3. Pull the control cable through the glove 

compartment and up into the radio slot 

opening. Alternately, run the wire up center of 

vehicle. 

4. Attach OEM radio brackets to dash panel 

brackets. 

5. Install brackets in radio slot. 

6. Connect control cable wire harness to dash 

panel. 

7. Attach dash panel to brackets and replace 

radio dashboard trim. Carefully guide wire 

harnesses into radio slot to prevent damage. 

8. Clean the dash an apply warning label 102319 

as shown. See warning label pamphlet for 

additional instructions. 

9. Replace all trim, guards, and vehicle 

components. Physical installation is complete. 

8. Install the dash panel controls. 

Refer to Section 7 of Installation Manual #102266 for plumbing instructions. 

Once plumbing is complete proceed to next page. 
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1. With parking brake applied, fill the pump reservoir between 1/2 and 2/3 full. DO NOT OVERFILL. 

The empty capacity is required for fluid returning from the brake release circuit. 

¶ Use Dex/Merc AFT fluid in normal operating environments (temperatures above 0Á C). 

¶ Use Kendall Glacial Blue fluid in cold operating environments (temperatures below 0Á C). 

2. Verify power is available to system (battery connected and ground disconnect switch engaged). 

3. Turn ignition switch to ñONò position. 

¶ It is not necessary to start the engine. 

¶ Vehicle doors must be shut (if safety option is enabled). 

¶ Seatbelt must be buckled (if safety option is enabled). 

¶ Auxiliary system must be disengaged (if safety option is enabled). 

9. System Preparation 

Cƛƭƭ ǇƻǊǘ 

{ƛƎƘǘ DŀƎŜ 

4. Push in Emergency/Park Brake button. 

5. Press and release the ñTow Modeò button. 

Green light should flash. 

6. Twist to release the Emergency/Park Brake 

button. Pump will activate and release 

brake. 

7. Have a helper watch the fluid reservoir as 

the system fills the brake lines. Add fluid if 

level drops below 1/2 full. 
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10. Bleeding the Brake 

! CAUTION ! Monitor the pump reservoir fluid level while 

bleeding. Add fluid as necessary to keep reservoir level 

between 1/2 and 2/3 full. DO NOT OVERFILL. 

The empty capacity is required for fluid returning from the 

brake release circuit. 

1. Place a clear hose on the bleeder shown in top picture. 

Hold open end of hose in a container. 

! CAUTION ! Take care when bleeding the parking 

release circuit. The Pump Pack generates significant 

pressure. Always open the bleeder slowly. Air and fluid 

will be under increased pressure and discharge rapidly. 

2. Crack the bleeder to remove air from the system. 

When you get fluid, close the bleeder and repeat for 

the other brake. 

3. The pump may shut down if the pump runs for too 

long. To restart the pump, push the PARK BRAKE 

button back in, press and release the TOW MODE 

button. Then twist to release the PARK BRAKE button. 

Pump will restart. 

4. Bleed each parking circuit a second time to ensure all 

air is out of the system. ! NOTE ! This only bleeds the 

park circuit of brakes. Service circuit must be bled 

separately. 

5. Use the bleeder shown in bottom picture to bleed the 

service circuit. Verify the master cylinder reservoir has 

enough fluid before and after bleeding. Be sure to 

bleed both sides twice, alternating between the brakes. 


